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74 Robinson Ave Barberton, OH 44203 • 330.335.2371 • sales@novexinc.com

The Novex Low to Medium “LM” Series offers a full range of industrial-grade conveyor belts designed 
for low to medium tension applications. These belts feature an all-polyester solid woven carcass for 
enhanced strength and durability. The polyurethane covers, available in 65, 75, and 85 durometers, 
are specially formulated to provide superior resistance to abrasion, cutting, gouging, as well as oils, 
greases, and hydrocarbon solvents—outperforming other elastomeric materials in these areas. 
Additionally, the polyurethane-saturated polyester carcass improves the belt’s overall integrity and 
provides a low-friction bottom surface, making it ideal for slider bed conveyor applications.

The Novex “LM” Series comes in 90 PIW and 120 PIW tension ratings and thicknesses ranging from 
5/64” to 1/4”, making it suitable for diverse industrial applications. Whether for brick manufacturing, 
metal stamping, glass cullet handling, foundries, sawmills, corrugated box plants, or other general 
industrial operations, the “LM” Series offers a cost-effective and long-lasting solution.

Thanks to our advanced hot air welding system, all Novex “LM” Series belts can be easily 
and quickly spliced endless after installation, significantly reducing downtime and minimizing 
maintenance costs.

FEATURES:
•	All-polyester single-ply or solid woven carcass for strength and durability
•	Specially formulated urethane covers in 65, 75, and 85 durometers for excellent wear resistance
•	Urethane-saturated friction surface with a low coefficient of friction for reduced wear on slider beds
•	Available in 90 PIW and 120 PIW tension ratings and thicknesses ranging from 5/64” to 1/4”
•	Designed for easy hot air weldable splicing and fabrication

BENEFITS:
•	Less than 1% belt elongation at the recommended working tension
•	No fabric plies to delaminate, enhancing long-term performance
•	Outstanding resistance to abrasion, cuts, oils, grease, and hydrocarbon solvents
•	Easy application of cleats and V-guides through heat welding
•	Quick, efficient endless splicing using hot air welding—eliminates the need for mechanical 

fasteners

Choose Novex “LM” Series belting for a reliable, cost-effective solution that enhances productivity 
and reduces maintenance in demanding industrial environments.

Novex Low to Medium Tension “LM” 
Series Industrial Conveyor Belting



B E LT I N G  S P E C I F I C AT I O N

74
 R

ob
in

so
n 

Av
e 

B
ar

be
rt

on
, O

H
 4

42
03

 • 
33

0.
33

5.
23

71
 • 

sa
le

s@
no

ve
xi

nc
.c

om

Reinforcement Warp Staple Polyester Staple Polyester Staple Polyester Staple Polyester Staple Polyester
Weft Staple Polyester Staple Polyester Staple Polyester Staple Polyester Staple Polyester
Tension Rating (PIW) 90 90 90 120 120
1% Elongation (PIW) 85 80 85 170 170
Maximum Belt Width 85" 55" 96" 114" 48"
Overall Thickness 3/16" 3/32", 3/16" 1/8" 3/16" 1/4"
Color Clear Black, Clear Red Red Red
Cover Durometer (Shore A) 65 75 85 85 85
Top Cover Thickness 1/8" 3/64", 1/8" 1/16" 3/32" 3/32"
Bottom Cover Thickness Bare Bare Bare Bare 1/16"
Minimum Pulley Dia.  3" 1", 3" 2" 4" 4"
Weight per Foot (PIW) 0.104# .051#, .104# .079# .094# .121#
Temperature Range (Deg. F) 

Minimum 0 0 0 0 0
Maximum 185 185 185 185 185

Coefficient of Friction
Top Cover 1.45 1.15 0.85 0.90 0.90
Bottom Cover 0.43 0.40 0.25 0.22 0.90

Meets FDA ✓ ✓ ✓
USDA Approved
Mechanical Fasteners

Flexco #125 #62, #125 #62 #125 #187
Clipper #2 #UX1SP, #2 #2 #2 #4
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*For information regarding heat-welded endless splicing, please refer to product bulletin “Procedures for 
Splicing Novex Conveyor Belt”


