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Novex Metal Stamping Belts
Novex manufactures premium polyurethane covered conveyor belts for metal stamping 
applications including, but not limited to, press take away, stacker, destacker, blanker, low profile, 
and scrap handling.

Benefits of using a Novex conveyor belt for your metal stamping application:

Available in 75 and 85 
durometer, Shore A hardness, 
offering excellent cut, oil, and 

wear resistance.

Polyurethane-saturated woven 
fabric belt carcass prevents 
cover delamination and 

provides a low coefficient of 
friction on the bottom surface, 

ideal for slider bed service.

Tears and punctures can be 
quickly repaired using a hot 

air gun and weld rod.

The belt can be easily made endless on the 
system with a hot air gun and weld rod.

Available in 90 PIW to 200 PIW fabrics, with 
thickness options of 3/32″ to 3/8″: Designed 

to withstand demanding environments.

5:1 3:1
Out wears PVC covered belts by a factor of 

5:1
Out wears rubber covered belts by a factor of 

3:1

METAL STAMPING BELT SPECIFICATIONS
Specification Tension 

Rating
OAG Minimum Pulley 

Diameter
Color Maximum 

Production Width
IG-90/75-COS 90 3/32” 1” Black 55”
IG-90/85-COS 90 1/8” 2” Red 96”

IG-120/85-COS 120 3/16” 4” Red 114”
IG-150/85-COS 150 1/4” 6” Red 114”
IG-200/85-COS 200 5/16” 8” Red 85”
IG-200/85-COS 200 3/8” 10” Red 85”

Reverse side shows how Novex belting stands up against a PVC belt in a metal stamping 
use case.
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Novex Durability Case Study
How does Novex compare to a PVC covered belt?

Both belts were installed simultaneously on the same day and operated side by side for three 
months, conveying the same metal stampings.

Side by side photos show significant degredation in the PVC belt while the Novex polyurethane 
belt has seen minimal wear under the same conditions. 

Competitor’s belt: Novex’s belt:

PVC cover, 120 PIW carcass, 
covered on one side

85 durometer, 120 PIW woven fabric carcass, 
covered on one side


