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Novex Tumble Blast Belts

Benefits of using a Novex conveyor belt for your tumble blast application:

85 Durometer, Shore A 
Hardness polyurethane 

covers: Superior oil, cut, and 
abrasion resistance compared 

to rubber elastomeric belts, 
ensuring longer service life.

Endless Capability: Belts can 
be easily made endless with 
a hot air gun and weld rod, 

directly on the machine.

Easy Repairs: Tears and 
punctures can be quickly 
repaired using a hot air 

gun and Novex’s specially 
formulated weld rod.

Urethane V-guide profiles: 
Available in various sections, 
hot air welded to the cover 
for maximum adhesion and 

superior tracking performance.

Polyurethane-saturated, 
solid woven all-polyester 
carcass: Strengthens belt 

integrity and prevents ply or 
cover delamination, unlike plied 

rubber belts.

Available in 150 PIW and 
200 PIW fabrics, with 

thickness options of 5/16”, 
3/8”, 1/2”, and 5/8”: Designed 

to withstand demanding 
environments.
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Water jet-cut drainage holes: 
Eliminate the hourglass effect 

found in rubber belts with 
punched holes, ensuring optimal 

drainage and efficiency. Hole 
sizes from 1/8” to 3/8” diameter 

are available in either alternating 
or square hole patterns.

Novex’s premium line of tumble blast belts are compatible with equipment manufactured by:
•	Wheelabrator
•	Pangborn
•	Viking
•	Goff

•	LS Industries
•	Gibson
•	Bronco

TUMBLE BLAST BELT SPECIFICATIONS
Specification Tension 

Rating
OAG Minimum Pulley 

Diameter
Color Maximum Production 

Width
IG-150/85-CBS 150 5/16” 5” Red 48”
IG-200/85-CBS 200 3/8” 6” Red 48”
IG-200/85-CBS 200 1/2” 8” Red 48”
IG-200/85-CBS 200 5/8” 8” Red 48”


